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Our Profile

As the leading manufacturer of Composite Technology (CT) wood products in
Malaysia, Composite Technology (CT) Wood Group of Companies headed by a
team of highly experienced and qualified personnel, who are well versed in the
R&D, developing and manufacturing high quality CT WOOD ® products to meet
the on-time current market demands.

CT WOOD ® are dedicated to survey, develop and manufacturing CT WOOD
products for building interior / exterior decoration purposes as well as for furniture
industries.

CT WOOD ® with the paid-up capital of RM 1,000,000.00 is currently occupying
an approximately 15 acres of landed factory, with the overall workforce more than
50 persons.

Besides 4 nos. of main extruding machines, CT WOOD ® is having compounding
machines, sanding machine, routing machine and others miscellaneous machine
tools.

Renowned for its high quality, innovative and creative products, CT WOOD ®
products has successfully established its foothold in Malaysia local market while
securing lead supplies to various overseas market such as South East Asia, Sri
Lanka, India, England & New Zealand.

Your most innovative & creative
composite wood products manufacturer
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Benefits Of Using CT WOOD"

CT Wood = C = Composite T = Technology

CT WOOD® wood plastic composite (WPC) made from the composition of pure

polymer resin and bio-waste (rice husk).

The benefit of this composite technology are two fold, the plastic components
shields the rice husk from water and termite/insect damage; at the same time, the
rice husk content protects the plastic from UV exposure and supplies the stiffness

to CT WOOD® products.

CT Wood vs. natural wood

Characteristics CTWOOD Natural Wood
Quality consistency Yes Mo
(by manufacturing, QA,QC) {natural resources)
Prices & Supplies Yes M
consistency (by manufacturing, controllable) (subject to availabilities)
Sanding, Painting & Mot required Required
\amishing Preparation (pre-finished surface)
Owverall Process Time Relatively shorer Ralatively longer
{Factory = User) {Forest = Sawmill = Lisar)

Eco-friendly

Yas, by 3R Ideclogy
[ Reusa + Recycle-able + Replaca)

Mo
(reducing natural resources)

Workability / Installation

Products designed to match comman

Convantional carpentry methad

Method method, ie. plaster cailing inst. mathad
Easy Installation System f Yes ! Faster Complete | Lowear Cost Conventional Mathod § Longer time to
Speed [ Cost complate / carpantry unit rates

Termite resistance

Excellent

Dapands on wood species or additional
treatment required

Long term maintenance /
freatmeant cosl

Very low ! No special treatment required

re-varnishing warks required [ termite
or insect treatment may required



































































